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BRAIN�
Communicating Products

include:

YEWFLO
Vortex Shedding Flowmeters

�
ADMAG

Magnetic Flowmeters
�

DPharp
Digital Pressure Transmitters

�
UNIDELTA

Pressure Transmitters
�

YT200
Temperature Transmitters
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ADMAG Magnetic Flowmeter BRAIN Communications
F u n c t i o n  B l o c k  D i a g r a m

A:
DISPLAY

B:
SETTING

C:
STD FUN

E:
OPT FUN

P
A
R
A
M
E
T
E
R
S

MENUS

A10:  Flow Rate (%)

A11:  Flow Rate

A20:  Total

A60:  Self-check

F:
OPT DSP

F10:  Rev Total

F11:  Dif Total

F30:  Batch SUM

G:
BTH OPT

L:
ADJ

L10:  Zero Tuning

L11:  Magflow Zero

L60:  Self-check

N:
TEST

N10:  Test Mode

N11:  Output Value

N12:  S0 S1 (END)

N13:  S0 S2 (PRE)

N14:  Alm Out

N15:  SI S3 (AUX)

N16:  SI S4 (Pause)

N17:  SI (Start)

N18:  SI (Reset)

N60:  Self-check

B10:  Tag No.

B19:  Magmeter

B20:  Size Unit

B21:  Nom Size

B22:  Flow Unit

B23:  Time Unit

B24:  Flow Span

B25:  Damping

B30:  Low MF

B31:  High MF

B40:  Veloc Chk

B50-54:  Dsp

B60:  Self-check

C10:  F. User Select

C11:  F. User Unit

C12:  F. User Span

C13:  T. User Select

C14:  T. User Unit

C20:  T. Rate Unit

C21:  Total Rate

C22:  Total Lowcut

C23:  Total Set

C24:  T. Set Value

C30:  4-20 Low Lmt

C40:  F. Direct

C41:  ALM Output

E10:  P. Rate Unit

E11:  Pulse Rate

E12:  Pulse Lowcut

E13:  Pulse Width

E20:  Input FNC

E21:  Output FNC

E22:  For RNG SEL

E23:  REV RNG SEL

E30-32:  For Span
              2-4

E40-43:  Rev Span
              1-4

E49:  H Alarm

E50:  L Alarm

E51:  Total Switch

C60:  Self-check E55:  Application

E60:  Self-check

F31:  Batch Cycle

F60:  Self-check

G10:  Batch

G11:  Batch Speed

G12:  EXT Pause

G13:  Batch Switch

G14:  Fraction

G19:  Batch Mode

G20:  Batch Set 1

G21:  Init. T. Lmt 1

G22:  Prebatch1

G23:  PRED Leak 1

G24:  LeakDeteck 1

G25:  Shortage 1

G30-50:  Repeat

G60:  Self-check

M:
OTHER

M10:  Tuning

M40:  Flow DSP1
          Batch DSP

M41:  Flow DSP
              Flow DPS2
              Flow DSP

M50:  Key

M60:  Self-check
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= Read Only

= Select

= Read and Write

BT200 BASIC OPERATION

1.  POWER on, check connection, press
     ENTER.

2.  Select HOME to view PV and transmitter
     limits.

3.  Select SET to change engineering units,
     ranges and output functions.

4.  Select ADJUST to adjust the display,
     linearity mA output.

5.  When changing values press ENTER twice.

6.  For Execute Commands apply pressure
     and press ENTER.


