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Model TUS400G
Ultrasonic Oscillator

Unit : mm
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42Ground terminal
(M4 screw)

Power supply cable inlet port, 
with cable gland (DIN Pg16 or equivalent)

Ultrasonic transducer cable inlet port, 
with cable gland (DIN Pg16 or equivalent)

56 2-M5 Screws (for mounting hardware)

Weight : Approx. 2.0 kg

� Hood (optional)
    (Option code : H)

Dedicated cable  (not applicable in case of "-00")
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transmitter
side

Ultrasonic
oscillator
side

� 1000 (Suffix code : -L1)
� 5000 (Suffix code : -05, L2)
� 10000 (Suffix code : -10, L3)
� 15000 (Suffix code : -15, L4)

� Approx. 80
   (Suffix code : -05,-10,-15)
� Approx. 180
   (Suffix code : -L1.-L2,-L3,-L4)
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Turbidity transmitter
TUS400G
Uitrasonic Oscillator

Power Supply Grounding
(100� or less)

External Wiring Cable Connection Terminals and Diagram

U3
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Ultrasonic transducer connecting
cable (maximum length : 15m)
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Unit : mm
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Hood
(optional)

2-ø6.6 holes
(for oscillator)

2-ø5.5 holes
(for hood)
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Nominal 50A (ø60.5 OD)
pipe (vertical mounting)

Nominal 50A (ø60.5 OD)
pipe (horizontal mounting)
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Weight : Approx. 0.7 kg� Pipe Mounting Hardware (option code : /PS)
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1 to 10 (panel thickness)
Panel mounting hardware
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<Panel cutout dimensions>
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Weight : Approx. 0.4 kg� Panel Mounting Hardware (option code : /PA)
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2-ø6.6 holes
(for oscillator)

3-ø10 holes

2-ø5.5 holes
(for hood)

56

±0.2

±0.2

±0.2

Weight : Approx. 0.4 kg� Wall Mounting Hardware (option code : /W)

Adapter

Cable gland

Case

Nut
Packing
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� /AFTG (G1/2) or
� /ANSI (1/2NPT)

� Adapter for conduit work (option code : /AFTG, /ANSI)
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