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PK200  
Current-to-Pneumatic Converter 
 

November 26, 2018 

User’s 
Manual 

Manual Change No.18-36E 

YOKOGAWA 

 
Please add the information described in item 2 in the following user’s manual. 
 

1. Applicable Users’ Manuals 
 

IM No. (Edition)  Products 
IM 21B03D01-01E (13) PK200 

 
2. Applicable Parts and Contents 

The underlined parts are additions from the latest version. 
 

Item Applicable 
Part 

Change Contents 

(1) Introduction 
 

Add ■ Regarding This Manual 
・ The specifications covered by this manual are limited to 

those for the standard type under the specified model 
number break-down and do not cover custom-made 
instrument. When products whose suffix code or 
optional codes contain code “Z” and an exclusive 
document is attached, please read it along with this 
manual. 

■Safety Precautions 
・ This product is designed to be used by a person with 

specialized knowledge.  
(2) 1.1 Checking 

the Model Suffix 
Code and 
Specifications 

Revise  
 
 
 
 
 
 
 
 
 
 

 
Figure 1.1  Data Plate for General-Use Type 
 
 
 
 
 
 
 
 
 
 
 

 
Figure 1.2  Data Plate for CSA Intrinsically Safe Type 
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Item Applicable 

Part 
Change Contents 

(2) 1.1 Checking 
the Model Suffix 
Code and 
Specifications 

Revise  
 
 
 
 
 
 
 
 
 
 

 
Figure 1.3  Data Plate for FM Explosionproof Type 

(3) 1.5.2 TIIS 
Intrinsically Safe 
Type 

Revise 
 
 
 

Table 1.1 Recommended Safety Barrier 
Contact supplier for the details of the barrier 

Supplier Type Model 
P+F Isolated type KFD2–SCD-Ex1.LK * 

* To connect this barrier with PK200 converter, for the 
  connection between the barrier and the controller, use the 
  terminal #7 and #9 of the barrier. 

(4) 2.4 Options Revise Option Code /JS3: TIIS Intrinsically Safe 
  Electrical parameters: 

 Ui：28V, Ii：94.3mA, Pi：0.66W, Li≈0μH, Ci：39nF 
Option Code /CS1: CSA Intrinsically Safe 
  Electrical parameters: 

 Umax：30V, Imax：165mA, Pmax：0.9W, Li:730μH, Ci：2nF 
 

 


	ManualChange18-36E.pdf
	1. Applicable Users’ Manuals
	2. Applicable Parts and Contents


