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SS300G
MLSS Sensor

Unit : mm

600

max. 500

min. 236 pitch 4455

65

JIS 50A
2-inch stanchion (vertical)

Suspension wire
(max. 5m)

Hardware for Free-standing Installation (Option code: /MS)

Weight : Approx. 0.5 + 0.12N kg
              ( N: Cable length (m) )

Cable length of 3, 5, 10, 15 or 
20 m as standard
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Suspension wire
(max. 5m)

JIS 50A
2-inch stanchion (vertical)

Hose for cleaning
(max. 10m)

600

max. 500

min. 236 pitch 4455

65

Approx. 271

84
Approx.

105

Unit : mmJet Cleaning Unit for Free-standing Installation (Option code: /JTJ or /JTA)

Wiper Cleaning Unit (Option code: /WP)
<Wiper Cleaning Unit for Free-standing Installation>

max. 500

600

pitch 44min. 23655

65

Suspension wire
(max. 5m)Sensor cable
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Approx. 153
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JIS 50A
2-inch stanchion (vertical)

Approx. 282 Approx. 306

Wiper
cleaning

Sensor
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Unit : mm
<Wiper Cleaning Unit for Suspension Type Holder>

NOTE: Use Model HH350G (Suspension Type Holder).

<Wiper Cleaning Unit with Submersion Type Holder>

DOX8HS-S3

DOX8HS-PP

Wiper Cleaning Unit (Option code: /WP)

SUS304
50x50x1 m

(1000)
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Min. 200 to Max. 800 (Pitch 50)

Sensor

SUS304
50x50x(L+150 mm)

Approx. 215

Max. 453
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                      L
(Standard Pipe Length)
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Wiper Cleaning Unit
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Submersion Holder Pipe Length (L)+99
Submersion Holder Pipe Length (L)+47
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Submersion Holder Pipe Length (L)+50
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