
c

P-

All Right Reserved, Copyright       2004,  Yokogawa  Electric Corporation
Subject to change without notice.     Printed  in  Japan.

 Unit : mm
 (approx. inch)

Drawings

Yokogawa Electric Corporation

Unless otherwise specified, difference in the dimensions are specified as : General tolerance = ± (Criteria of tolerance class IT18 in JIS B0401) / 2

SD 01E20D07-02E
2nd Edition : June 18, 2004

AXF500, AXF600, AXF700, AXF800, AXF900, AXF10L
AXF Remote Flowtube

AXF Standard (ANSI/DIN Flange)
Polyurethane Rubber Lining
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Remote Flowtube
Terminal configuration
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Model Code

CA1(ANSI Class 150) CD1(DIN PN10)

T01.EPS

*1

Max. Height Hr

L1Support interval

L2Mounting bolt interval

Weight kg (lb)
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Size code

Size

Lining code
Face-to-face 

length L
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Inner diameter of 
Grounding ring

Number of holes N

Pitch circle dia.

Hole dia. øh
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Bolt hole interval θ˚

Thickness t

Process Connection
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(25.59)
1115

(43.90)
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(25.59)

633
(24.92)
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(2557.4)

Lining code: U; Polyurethane Rubber
*1: When submersible type or option code DHC is selected, waterproof glands and a 30m long cable are attached. 
      Add 9.5kg(20.9lb) to the weight in the table.


