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Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> Data <ETX> 

RS232 Cable 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDF600-0XXX 

and 

CDF600-2XXX 

Function only available in Gateway 
Mode 

Mode switch set to 2 

=> Gatewaymode 
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HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D 
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ZS36xx Series Quickformat 

 

 

 

ZS3608 1. Scan code: 
 

  
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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IDM Series Quickformat 

To parameterize the hand-held scanner please scan the following 
codes in the shown sequence 

2D (only for IDM2xx -3 devices): 
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Matchcode Teachin for CLV62x-65x 

Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> 2MC10* Data <ETX> 

RS232 Cable 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDM420-0004 

Or  
CDM420-0007 

use adapter 
2058003 for 
connection of the 
two internal 

SUB-D9PIN 

  connectors  

CLV 62x—65x 

V3.20 or higher 
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Matchcode Teachin for CLV62x-65x 

HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D
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Matchcode Teachin for CLV62x-65x 

ZS36xx Series Quickformat 

 

ZS3608 1. Scan code: 
 

  
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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Matchcode Teachin for CLV62x-65x 

IDM Series Quickformat 

To parameterize the hand-held scanner please scan the following 
codes in the shown sequence 

 
2D (only for IDM2xx -3 devices): 
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Matchcode Teachin for CLV62x-65x 
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Matchcode Teachin for CLV62x-65x 
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Matchcode Teachin for CLV62x-65x 
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Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> 2MC10* Data <ETX> 

RS232 Cable SUB-D 9pin 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDM420-0004

Or  
CDM420-0007 

use adapter 
2058003 for 
connection of the 
two internal 

SUB-D9PIN 

  connectors  

Lector6xx only with script, 
use 2MC Script V2.00 
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HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D
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ZS36xx Series Quickformat 

 

ZS3608 1. Scan code: 
 

  
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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IDM Series Quickformat 

To parameterize the handheld please scan the following codes in the 
shown sequence 

2D (only for IDM2xx -3 devices): 
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Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> / Data <ETX> 

RS232 Cable SUB-D 9pin 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDM420-0004

Or  
CDM420-0007 

use adapter 
2058003 for 
connection of the 
two internal 

SUB-D9PIN
  connectors  

CLV 62x—65x 

V3.20 or higher 
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HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D
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ZS36xx Series Quickformat 

 

ZS3608 1. Scan code: 
 

  
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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IDM Series Quickformat 

To parameterize the hand-held scanner please scan the following 
codes in the shown sequence 

 
2D (only for IDM2xx -3 devices): 
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Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> > Data <ETX> 

RS232 Cable SUB-D 9pin 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDM420-0004

Or  
CDM420-0007 

use adapter 
2058003 for 
connection of the 
two internal 

SUB-D9PIN 

  connectors  

CLV 62x—65x 

V3.20 or higher 
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HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D
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ZS36xx Series Quickformat 

ZS3608 1. Scan code: 
 

  
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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IDM Series Quickformat 

To parameterize the hand-held scanner please scan the following 
codes in the shown sequence 

 
2D (only for IDM2xx -3 devices): 
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AUX Input Lector 

Setting of the connected device: 

RS232, 57600 Baud, 8, n , 1 

Data format: 

<STX> > Data <ETX> 

RS232 Cable SUB-D 9pin 

Pin Function 

9 +5V 

5 GND 

3 RxD 

2 TxD 

Power Adapter 

Order No. 

2056475 or 

2057709 

CDM420-0004 

Or  
CDM420-0007 

use adapter 
2058003 for 
connection of the 
two internal 

SUB-D9PIN 

  connectors  

Script for 2MC Commands is needed 

Please look to: 

 https://supportportal.sick.com/ 
 release/Scripts-Lector62x-65x/ 
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AUX Input Lector 

HW19xx Series Quickformat 

Scan the Configuration Code 2D or 1D
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AUX Input Lector 

ZS36xx Series Quickformat 

ZS3608 1. Scan code: 
 

 
 

2. Scan code: 
 

 
 

 

ZS3678 1. Scan code: 
 

 
 

2. Scan code: 
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AUX Input Lector 

IDM Series Quickformat 

To parameterize the handheld please scan the following codes in the 
shown sequence 

 
2D (only for IDM2xx -3 devices): 
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AUX Input Lector 
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Appendix 

 

Power Adapter  

Order No.2056475 or 2057709 

Input: 6,5—32V 

Output: 5V 

Output Current max.: 1.0A 
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Appendix 

 

Connection diagrams  
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Appendix 
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Appendix 

 

 

 



SICK AG | Waldkirch | Germany | www.sick.com 

80
22

37
8/

1A
UA

/e
n/

20
21

-0
3-

30
 Australia 

Phone +61 3 9457 0600 
1800 334 802 – tollfree E-Mail 
sales@sick.com.au 
Austria 
Phone  +43 22 36 62 28 8-0 
E-Mail office@sick.at 
Belgium/Luxembourg 
Phone  +32 2 466 55 66
E-Mail info@sick.be 
Brazil 
Phone +55 11 3215-4900
E-Mail marketing@sick.com.br 
Canada 
Phone  +1 905 771 14 44
E-Mail information@sick.com 
Czech Republic 
Phone  +420 2 57 91 18 50
E-Mail sick@sick.cz 
Chile 
Phone +56 2 2274 7430
E-Mail info@schadler.com 
China 
Phone +86 20 2882 3600
E-Mail info.china@sick.net.cn 
Denmark 
Phone  +45 45 82 64 00
E-Mail sick@sick.dk 
Finland 
Phone +358-9-2515 800
E-Mail sick@sick.fi 
France 
Phone  +33 1 64 62 35 00
E-Mail info@sick.fr 
Germany 
Phone +49 211 5301-301
E-Mail info@sick.de 
Hong Kong 
Phone +852 2153 6300
E-Mail ghk@sick.com.hk 
Hungary 
Phone +36 1 371 2680
E-Mail office@sick.hu 
India 
Phone +91 22 6119 8900
E-Mail info@sick-india.com 

Israel 
Phone +972 4 6881000 
E-Mail info@sick-sensors.com
Italy 
Phone +39 02 274341
E-Mail info@sick.it 
Japan 
Phone +81 3 5309 2112
E-Mail support@sick.jp 
Malaysia 
Phone +6 03 8080 7425
E-Mail enquiry.my@sick.com 
Mexico 
Phone +52 (472) 748 9451
E-Mail mario.garcia@sick.com 
Netherlands 
Phone +31 30 2044 000
E-Mail info@sick.nl 
New Zealand 
Phone +64 9 415 0459
0800 222 278 – tollfree E-Mail sales@sick.co.nz
Norway 
Phone  +47 67 81 50 00
E-Mail sick@sick.no 
Poland 
Phone  +48 22 539 41 00
E-Mail info@sick.pl 
Romania 
Phone +40 356 171 120
E-Mail office@sick.ro 
Russia 
Phone  +7 495 775 05 30
E-Mail info@sick.ru 
Singapore 
Phone +65 6744 3732
E-Mail sales.gsg@sick.com
Slovakia 
Phone +421 482 901201
E-Mail mail@sick-sk.sk
Slovenia 
Phone +386 591 788 49
E-Mail office@sick.si 
South Africa 
Phone +27 11 472 3733
E-Mail info@sickautomation.co.za

South Korea 
Phone +82 2 786 6321 
E-Mail info@sickkorea.net 
Spain 
Phone  +34 93 480 31 00
E-Mail info@sick.es 
Sweden 
Phone  +46 10 110 10 00
E-Mail info@sick.se 
Switzerland 
Phone  +41 41 619 29 39
E-Mail contact@sick.ch 
Taiwan 
Phone +886 2 2375-6288
E-Mail sales@sick.com.tw 
Thailand 
Phone +66 2645 0009
E-Mail Ronnie.Lim@sick.com 
Turkey 
Phone  +90 216 528 50 00
E-Mail info@sick.com.tr 
United Arab Emirates 
Phone  +971 4 88 65 878
E-Mail info@sick.ae 
United Kingdom 
Phone +44 1727 831121
E-Mail info@sick.co.uk 
USA 
Phone +1 800 325 7425
E-Mail info@sick.com 
Vietnam 
Phone +84 945452999
E-Mail Ngo.Duy.Linh@sick.com 

Further locations at www.sick.com 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (None)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.7
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /PDFXOutputConditionIdentifier (FOGRA27)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks true
      /IncludeHyperlinks true
      /IncludeInteractive true
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 792.000]
>> setpagedevice


