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はじめに
このユーザーズマニュアルは、DT5*B( 注 ) に付属されている RJC
センサについての注意事項を説明しています。DT5 のパラメータ
や校正方法などの詳細は、JUXTA D シリーズ 取扱説明書をご覧
ください。( 資料番号：IM JD100-01)
注： 旧スタイル (DT5*A) とは、RJC センサの構造が異なります。

RJC センサについての注意
RJC センサ

	 	

RJC側

RJC センサは、下図のように RJC 側をネストの入力端子 に接続

し、もう一方を入力端子 に接続します。

RJC センサの配線
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	 注記

RJC センサは入力信号線と共締めしてください。入力信
号線の圧着端子が RJC センサの上に重なるように接続
してください。
RJC のリード線に無理な力をかけると断線する恐れがあ
りますので、取り扱いに注意してください。

●

●

Model DT5*B
熱電対温度変換器
( フリーレンジ形 )
Thermocouple Converter
(Free Range Type)

INTRODUCTION
This User's Manual describes the precaution for use of RJC sen-
sor of the DT5*B (Note). For the details of the parameter settings or 
calibration procedure for DT5, refer to the JUXTA D Series User’s 
manual. (Document No.: IM JD100-01E)
Note: The RJC sensor of DT5*B has a different structure from that of the 

former style DT5*A.

NOTES ON THE RJC SENSOR
RJC sensor

	 	

RJC side

Connect the RJC side to the input terminal  of the nest and the 

other side to the input terminal  as shown in below.

Wiring of RJC sensor
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 NOTE

Connect the RJC sensor together with the input 
signal line so that the crimp-on lug of the input 
signal line overlaps the RJC sensor.
Handle the RJC sensor lead wire with care to prevent 
the disconnection.

●

●

このたびは JUXTA 信号変換器をお買い上げいただきましてありがとうございます。
ご使用前には、本書をよくお読みいただき正しくお使いください。

Thank you for purchasing the JUXTA Signal Conditioner.
Please read through this manual before use for correct handling.
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