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PBS Hygienic PRESSURE SENSORS

Type code

Type code

Pressure type
R Relative
A Absolute
C Vacuum and ± measuring range

Pressure unit
B bar
M MPa
P psi
K kg/cm²

Measuring range (see below)
Process connection
T1 Tri-Clamp 1 ½''
T2 Tri-Clamp 2''
54 Conical coupling (DIN 11851) DN 40 with grooved cap nut
55 Conical coupling (DIN 11851) DN 50 with grooved cap nut
D3 Clamp (DIN 32676) DN 32
D4 Clamp (DIN 32676) DN 40
D5 Clamp (DIN 32676) DN 50
HG G 1 hygienic flush-mounted

Process temperature
S –20 ... + 100 °C (+135 °C max. 1 h), not for process connection G 1 hygienic
E –20 ... + 125 °C (+150 °C max. 1 h), only for process connection G 1 hygienic

Seal
E Seal in contact with medium: EPDM, only for process connection G 1 hygienic
F Seal in contact with medium: FKM, only for process connection G 1 hygienic
0 Without seal, only for process connection G 1 hygienic

Output signal
B 1 x PNP + 4 … 20 mA
C 1 x PNP + 0 … 10 V
D 2 x PNP + 4 … 20 mA
E 2 x PNP + 0 … 10 V
G 1 x NPN + 4 … 20 mA
H 1 x NPN + 0 … 10 V
I 2 x NPN + 4 … 20 mA
K 2 x NPN + 0 … 10 V
N IO-Link/PNP + 4 … 20 mA
P IO-Link/PNP + 0 … 10 V
Q IO-Link/PNP + PNP + 4 … 20 mA
R IO-Link/PNP + PNP + 0 … 10 V
S IO-Link/PNP + NPN + 4 … 20 mA
T IO-Link/PNP + NPN + 0 … 10 V

Electrical connection
M M12 x 1, 4-pin, IP 65 and IP 67 (for variants with a switching output and analog output)
5 M12 x 1, 5-pin, IP 65 and IP 67 (for variants with two switching outputs and analog output)

PBSH - S A 0 Z

Not all variants of the type code can be combined!

Measuring range

Gauge pressure
measuring range

Absolute pressure
measuring range

± measuring range

1X0 0 … 1 bar 1X0 0 … 1 bar abs 1X0 –1 ... 0 bar

1X6 0 … 1.6 bar 1X6 0 … 1.6 bar abs 2X5 –1 ... +1.5 bar

2X5 0 … 2.5 bar 2X5 0 … 2.5 bar abs 4X0 –1 ... +3 bar

4X0 0 … 4 bar 4X0 0 … 4 bar abs 6X0 –1 ... +5 bar

6X0 0 … 6 bar 6X0 0 … 6 bar abs 010 –1 ... +9 bar

010 0 … 10 bar 010 0 … 10 bar abs 016 –1 ... +15 bar

016 0 … 16 bar 016 0 … 16 bar abs 025 –1 ... +24 bar

025 0 … 25 bar 025 0 … 25 bar abs
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PBS Hygienic PRESSURE SENSORS

Gauge pressure
measuring range

Absolute pressure
measuring range

± measuring range

015 0 … 15 psi 015 0 … 15 psi abs 015 –14.5 … +0 psi

025 0 … 25 psi 025 0 … 25 psi abs 030 –14.5 … +15 psi

030 0 … 30 psi 030 0 … 30 psi abs 040 –14.5 … +25 psi

050 0 … 50 psi 050 0 … 50 psi abs 045 –14.5 … +30 psi

060 0 … 60 psi 60 1 … 60 psi abs 065 –14.5 … +50 psi

100 0 … 100 psi 100 0 … 100 psi abs 115 –14.5 … +100 psi

160 0 … 160 psi 160 0 … 160 psi abs 175 –14.5 … +160 psi

200 0 … 200 psi 200 0 … 200 psi abs 215 –14.5 … +200 psi

250 0 … 250 psi 250 1 … 250 psi abs 315 –14.5 … +300 psi

300 0 … 300 psi 300 0 … 300 psi abs

Gauge pressure
measuring range

Absolute pressure
measuring range

± measuring range

X10 0 … 0.1 MPa X10 0 … 0.1 MPa abs X10 -0.1 … +0 MPa

X16 0 … 0.16 MPa X16 0 … 0.16 MPa abs X25 –0.1 … +0.15 MPa

X25 0 … 0.25 MPa X25 0 … 0.25 MPa abs X40 -0.1 … +0.3 MPa

X40 0 … 0.4 MPa X40 0 … 0.4 MPa abs X60 -0.1 … +0.5 MPa

X60 0 … 0.6 MPa X60 0 … 0.6 MPa abs 1X0 -0.1 … +0.9 MPa

1X0 0 … 1 MPa 1X0 0 … 1 MPa abs 1X6 -0.1 … +1.5 MPa

1X6 0 … 1.6 MPa 1X6 0 … 1.6 MPa abs 2X5 -0.1 … +2.4 MPa

2X5 0 … 2.5 MPa 2X5 0 … 2.5 MPa abs

Gauge pressure
measuring range

Absolute pressure
measuring range

± measuring range

1X0 0 … 1 kg/cm2 1X0 0 … 1 kg/cm2 abs 1X0 –1 ... 0 kg/cm2

1X6 0 … 1.6 kg/cm2 1X6 0 … 1.6 kg/cm2 abs 2X5 –1 ... +1.5 kg/cm2

2X5 0 … 2.5 kg/cm2 2X5 0 … 2.5 kg/cm2 abs 4X0 –1 ... +3 kg/cm2

4X0 0 … 4 kg/cm2 4X0 0 … 4 kg/cm2 abs 6X0 –1 ... +5 kg/cm2

6X0 0 … 6 kg/cm2 6X0 0 … 6 kg/cm2 abs 010 –1 ... +9 kg/cm2

010 0 … 10 kg/cm2 010 0 … 10 kg/cm2 abs 016 –1 ... +15 kg/cm2

016 0 … 16 kg/cm2 016 0 … 16 kg/cm2 abs 025 –1 ... +24 kg/cm2

025 0 … 25 kg/cm2 025 0 … 25 kg/cm2 abs
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